— e e Em me we e -y

SIDEWALK

(s e}

OODOO/
QOO0 C0
o) oo
[N o RN ol s R¥a]
Q000
DQ0Q00Q
[} o QQ
m
oo 00
QO (o)
._.21_.4
(610mm)

[s]
AN i AN AN

J
*.CURB RAMP
WITH DETECTABNE
——— WARNING

|
FLARED SIDE/.
0O TO /4" MAX,

DETAIL FOR DETECTABLE
WARNING AT CUT-THRU ISLAND

NO SEPARATE PAYMENT WILL BE MADE FOR THE
DETECTABLE WARNINGS. THE COST SHALL BE
INCLUDED IN THE PRICE BID FOR SIDEWALK

(OR CURB CUT RAMP IF THE ITEM IS INCLUDED
IN THE PROPOSAL),

FOR CUT-THRU ISLANDS AND EXISTING RAMPS,
WHERE NO SIDEWALK OR CURB CUT RAMPS ARE

IN THE PROPOSAL. THE COST OF THE DETECTABLE
WARINGS SHALL BE INCLUDED IN THE OVERALL BID
PRICE SUBMITTED.

Curb ramp with
detectable warning——e

SIZE:

LOCATION:

DOME SIZE AND SPACING:

VISUAL CONTRAST:
g O 10 /2" MAX.

Flared side —— e

DETECTABLE WARNINGS SHALL BE 24 INCHES (610 mm) IN THE DIRECTION OF PEDESTRAIN TRAVEL
AND EXTEND THE FULL WIDTH OF THE CURB RAMP OR FLUSH SURFACE.

THE DETECTABLE WARNING SHALL BE LOCATED SO THAT THE EDGE NEAREST THE CURB LINE
OR OTHER POTENTIAL HAZARD IS 6 TO 8 INCHES (150 mm +to I180mm)FROM THE CURB LINE OR
OTHER POTENTIAL HAZARD, SUSH AS A REFLECTIVE POOL EDGE OR THE DYNAMIC ENVELOPE OF
RAIL OPERATIONS. |

TRUNCATED DOMES SHALL HAVE A BASE DIAMETER OF 0.9 INCH TO 1.4 INCH (23mm-36mm) AT

THE BOTTOM, A DIAMETER OF 0.45 INCH TO 0.9/INCH (Imm-23mm) AT THE TOP, THE TOP DIAMETER
SHALL BE A MINIMUM OF 50% AND A MAXIMUM OF 65% OF THE BASE DIAMENTER, A HEIGHT

OF 0.2 INCH (5.Jmm) AND A CENTER-TO-CENTER SPACING OF 2.40 INCHES (6lmm) DESIRABLE

.60 INCHES (4lmm) MINIMUM MEASURED ALONG ONE SIDE OF A SQUARE ARRANGEMENT. DOMES
SHALL HAVE A SQUARE ARRANGEMENT. DOMES SHALL BE ALIGNED ON A SQUARE GRID IN THF
PREDOMINANT DIRECTION OF TRAVEL TO PERMIT WHEELS TO ROLL BETWEEN DOMES.

DETECTABLE WARNING SURFACES SHALL CONTRAST VISUALLY WITH THE ADJACENT WALKING SURFACE
EITHER LIGHT-ON-DARK OR DARK-ON-LIGHT. THE MATERIAL USED TO PROVIDE VISUAL CONTRACT
SHALL BE AN INTEGRAL PART OF THE DETECTABLE WARNING SURFACE.

0.45"-0,9!I"
Hmm-23 mm)
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0.8"-1.4"
(23 mm-36 mm)

.6O" (4l mm) MIN.,
2.40" (6l mm) MAX.

0.2"
(5.0 mm)

0.9"-1.4"
(23 mm-36 mm)
0" (41 mm) MIN.
40" (6l mm) MAX.
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MATERIALS:
NEW CONSTRUCTION

THE DETECTABLE WARNINGS SHALL BE MADE OF
MATERIALS SPECIFIED ON QPL 87.

RETROFIT OF EXISTING

SURFACED APPLIED MATERIALS WILL ONLY BE

RAMPS

APPROVED TO BE USED ON EXISTING WHEELCHAIR

RAMPS.

INSTALLATION:
BRICK PAVERS SHALL BE SET IN

A WET

MORTAR BED. THE BED SHALL BE PLACED ON
CONCRETE. THE CONCRETE SHALL BE A MINIMUM

OF 4" THICK.

CERAMIC TILE SHALL BE EPOXIED IN PLACE OR

SET IN A WET MORTAR BED. MANUFACTURER

RECOMMEND ADHESIVE OR FASTENER SHALL BE

USED IN THE INSTALLATION.,

ALL OTHER MATERIALS SHALL BE INSTALLED

ACCORDING TO MANUFACTURES DETAILS OR

INSTRUCTION.

24IE
f‘ (6I0 mm) RECESS WCR FOR TILE

NO VERTICAL LIP

Hrzw (100 mm)

FOR TILE OR BRICK PAVERS

OVER

/8" (3 mm) IS ALLOWED.
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DEPARTMENT OF TRANSPORTATION

STATE OF GEORGIA

ADDED TOLERANCE TO DTL.|10-2-06

REVISEDTUNCATED DOMES
REVISION

AND NOTES.
REVISED
REVISED
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